
 

 

 

 

 

 

 
 
 

 

 
  

 

 

 
   

 

  

 

 
  
 

  

 
  
 

  

 
  
 

  

 

 

 

 
    

 

      

   

  

 

   

  

 

 

 

   

  

 

 

 

image: DUROBOT When Illuminated Red/Amber Double Aspect (front & back) LEDs

  LEDs installed on Orange Power Coated Stainless Steel enclosure with pre-drilled holes for hanging 

   

  

 

 

 

 

   

  

 

 

 

  

   

 

 

 

 

 

   

 

 

 

 

DUROBOT Signal Lights
Durable Hanging Signal Robot Lights for Mines or Other Harsh Environments

One or two lights per side, single sided or double sided

Application
Used mainly in the mining sector or harsh environments for signal indication.

Durobot – D (double sided) -S (single sided)

Various Voltages available

Protection Rating: Waterproof up to IP67

Standard Colours:
•  Red, Green,  Yellow, Amber, Blue or  White.

•Steady or Flashing.
(any combination is available with listed colours, functions and lights per side)

Product Description:
The LED PCB is encapsulated into the Poly-carbonate lens and fiberglass reinforced  polyester

base with an epoxy resin backfill making the product P67.

This product is robust, waterproof, shockproof, corrosion proof and  energy efficient.

The unit can be supplied in different formats and combinations.

Two units bolted together make up a double aspect (front and back)

Red 110VAC / 220VAC - 17mA

24VDC - 12OmA

Green 110VAC / 220VAC - 15mA

32  VDC - 90mA 48VDC - 100mA

(other voltage available on request)

Voltages Available & Current Draw

DUROBOT  SIGNAL  LIGHTS
Durable Hanging Robots for Harsh 
Environments
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