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INDICATORS 1
SECTION

WWW.MIMIC.CO.ZA

We believe in bringing the electrical and electronics industry leading edge products that will perform 
and last, Everything Mimic Components does challenges the industry status quo. 
We believe in pushing the boundaries and making products that are future proof.

Mimic Components has a passion for the electrical and the electronics sector 
With decades of experience we have developed great skills in design, development and production of 

PC boards, automation solutions, control panels, control desks and data logging.
We pride ourselves in the products we offer to our customers. Great care is taken to find the right 

products at the right prices.
Our products are put through rigorous testing before being offered to market, We make sure to offer 

clients varying levels of products from economy versions all the way to high end products.
Mimic Components products are everywhere, almost any product out there has been close to , 

monitored by or manufactured by a product of Mimic Components.
We have airport lighting solutions, food monitoring, logistics logging and monitoring, temperature 

control and monitoring , Power distribution control and monitoring to name a few.

Now you have a brief outline of what we do and are capable of talk to us about how we can help you.
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CABLE MANAGEMENT

        TRASP KITS - WIRE MARKING
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Cutout: 8mm�I
24V DC
Colours: Red, Green or Yellow

This guide is aimed at assisting the user and specifier to obtain the best possible indicator lamp for their application. This guide covers LED �� ��
Indicators and Pilot Lights only. Mimic Components also offer a full range of NEON Pilot Lights for lower cost, less demanding applications. 
Neons offer a big price advantage in the higher voltages, but are very dim, are not available in green, suffer from residual glow and do not 
last as long as LEDs. They are ideal for domestic applications and simple "power on" indications on power supplies etc...

Mimic Components pioneered the use of LED Pilot Lights in South Africa, and with 15 years experience in indicating devices, is well 
qualified to comment on the practical applications of pilot lights.

This guide is biased toward practical applications: Pilot Lights are arranged in order of cutout size. Some lamps are made especially for 
�I �I �I30mm but we also offer an adaptor which converts 22mm lamps to 30mm (YADP30 on pg 1.4).

IT IS MOST IMPORTANT TO BEAR IN MIND THE OPERATING VOLTAGE, AS THIS PREDETERMINES THE VARIETY AND TYPE OF PILOT ��
LIGHT TO BE USED. In the lower range (24V) all of our lights are suitable. In the higher range (220V) only selected lights are suitable, due to 
the large resistors or voltage converters required for LEDs which operate at approx. 2V per chip.
We also offer AC/DC (universal AC or DC on the same device) and only DC, so care must be taken in fully specifying the available voltage 
and current.

It is a common misconception that Cluster LEDs need to be paralleled to obtain greater reliability. This is not necessarily so; LEDs in series 
offer the advantage of reduced power consumption and, in the very remote chance of failure, they usually fall into short circuit and thus the 
others continue to operate.

It is now well accepted that LEDs offer the best illumination / lifetime compromise  They may not be as bright as filaments, but have been �� ��
found to be very adequate and have a proven reliability 50 times greater than that of filament lamps.

LEDs also have a MTBF (Mean Time Between Failure) of approx. 15 years compared with a typical filament bulb MTBF of one month. LEDs 
consume less power, generate negligible heat, are immune to vibration and can often withstand severe over voltage.

Also included is Mimic Crafts Alarm Indicators which are efficient and aesthetically pleasing on operator information panels. These can be ��
made up in configurations to suit almost any requirement. They are the modern way to display important PLC or other information. In many 
cases they are far superior to pilot lights and labels as the label is an intrinsic part of the indicator.
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Chrome plated LED indicators with built in resistor 
and Solder connections. 
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Cutout: 8mm�I
130, 230V AC
Colours: Red, Green or Yellow
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Cutout: 10mm�I
12V, 24V, 48V DC
Colours: Red, Green, Yellow also available in Blue or White

Cutout: mm�I8
12V, 24V, 48V DC
Colours: Red, Green, Yellow also available in Blue or White
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Chrome plated LED indicator with built in resistor 
and solder connections.

Chrome plated LED indicator with built in resistor 
and solder connections.
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Chrome plated LED indicators with built in resistors
and 2.8mm fast-on industrial terminations
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Cutout: �I14mm
Colours: Red, Green or Yellow
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Cutout: �I10mm
24, 230V AC
Colours: Red, Green or Yellow
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Plug in transformer:-

�$�7���������������'��(24VAC/DC) 
�$�7���������������%��(48-60VAC/DC) 
�$�*�7���������������% (130VAC/DC) 
�$�*�7���������������% (230VAC/DC)

�6�.�*�8��������
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Chrome plated LED indicator using a high tech single 10mm LED with
2.8mm fast-on industrial terminations.

Japanese made lamp-holder which uses a �I10mm E10 multichip LED. 
This unit can be made IP65 & vandal proof by using lock-tight to secure 
the removable lens. The LED is then replaceable from the rear.

Cutout: �I16mm

12, 24, 48, 110 & 220VAC/DC
30V DC

Colours: Milky White lens which changes colour when the led lights up.
See Pg8 for E10 Led options
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Cutout: �I14mm
Colours: Red, Green or Yellow

Chrome plated LED indicator using a high tech single 10mm LED with
2.8mm fast-on industrial terminations.

Plug in transformer:-

�$�7���������������'��(24VAC/DC) 
�$�7���������������%��(48-60VAC/DC) 
�$�*�7���������������% (130VAC/DC) 
�$�*�7���������������% (230VAC/DC)

�/�'��������

Quick & economical snap in mounting. 
Transparent housing
Super-bright LED’s
2.8mm fast-on industrial terminations

These Pilot lights offer really excellent value, they use new 
technology LED’s available in bright true colours.
The lens has a diffuser which lights up well and gives even 
illumination which is very visible even from a 90�q angle.
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Cutout: �I16mm 
Voltages: 12V, 24V, 32V, 48V, 110V & 220V

Colours: Red, Yellow, Orange, Green, Blue & White

S
S - Normally Stock
L - Limited Stock
O - Ex Order

L
O
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The IP 65 MULTI-LOOK LED- element shows a high luminous intensity 
in connection with the reflector. Solid metal housing with exchangeable 
screw cap.
Already with interior sealing ring and reflector. 

Connections:
* Bare tab terminals 2.8 x 0.8mm

Cutout: �I16mm

Plug in transformer:-
�$�7���������������'��(24V  AC/DC 14mA)
�$�7���������������%��(48V AC/DC 14mA)
�$�*�7���������������% (130V AC/DC 6mA)
�$�*�7���������������% (230V AC/DC 6mA)
Colours: Red, Green or Yellow

Cutout: �I16mm (Flat Lens)

Cutout: �I16mm (Dome Lens)

Colours:Red, Green, Yellow, Amber & White
Voltage:12, 24, 30, 48, 60, 110 & 220VAC/DC

Resistor block with M16 neck (panel portion). 2 
superbright Leds give this pilot light excellent front & 
sideviews. The front lens/Led can be clipped out to 
change colour.

�/�'������������

�'�����3�/�����������,�Q�G�L�F�D�W�R�U���3�X�V�K�E�X�W�W�R�Q��

�.�5�(���������)
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Not recommended for new projects and designs

Not recommended for new projects and designs

Four super-bright LEDs give this top of the range pilot 
light excellent front & side views.
The front lens/LED can be clipped out to change colour.

Dome Lens
Cutout: �I22mm
Voltages: 12, 24, 30, 48, 60, 110, 220V AC/DC

Flat Lens
Cutout: �I22mm
Voltages: 12, 24, 30, 48, 60, 110, 220V AC/DC

Colours: Red, Green, Yellow, Amber or White

�.�5�(�������$
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YADP30A/B Collar options available

S

S

S

S

S

S - Normally Stock
L - Limited Stock
O - Ex Order

S - Normally Stock
L - Limited Stock
O - Ex Order

S - Normally Stock
L - Limited Stock
O - Ex Order

S - Normally Stock
L - Limited Stock
O - Ex Order

S - Normally Stock
L - Limited Stock
O - Ex Order

L

L

L

L

L

O

O

O

O

O

• Size: 18mm, 18x18mm, 18x24mm
• Head Shape: Round, Square, Rectangular
• Various options of different switch type: Standard, Hinge edge
• Terminal: Soldering/Plug-in type
• Lighting: Incandescent 6V AC/DC 200mA, 14V AC/DC 
• 80mA, 28V AC/DC 40mA, 48V AC/DC 25mA, 
• 60V AC/DC 200mA, 33V AC/DC 35mA, 6V AC/DC 40mA
• 14V AC/DC 40mA
• Neon Lighting: 110, 220V AC
• LED Lighting: 6, 12, 24V DC
• Lens colours: Blue, Green, Orange, Red, White or Yellow
• Function: Alternate / Momentary
• Contact: 1NO+1NC

�'�(�& �$
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