
Wireless Alert  PRO  TP

Specification
Wireless Alert PRO TP Minimum Typical Maximum Unit
Measurement Range -40 to +125 (-40 to +257) ˚C (˚F)

Measurement Resolution 0.1 (0.1) ˚C (˚F)

Measurement Accuracy ±0.5 (-10 to +60)
(±0.9 (+14 to +140))

±1.5 (-40 to +125)
(±3.0 (-40 to +257))

˚C (range)
(˚F (range))

Device Operating Temperature -20 to +60°C (-4 to +140°F) ˚C (˚F)

Alert Levels User-configurable, within measurement range stated above

Response Time 1 minute

Power Supply USB-C 5V 1.0A

Wi-Fi WPA2/WPA3 Personal, WPA2 Enterprise (MSCHAP/PEAP, TTLS)  
- 802.11bgn (2.4GHz)

Product Dimensions L 61 (2.4) x W 29 (1.14) x D 13 (0.5) mm (inches)

Probe Length 75 (3) mm (inches)

Cable Length 3000 (118) mm (inches)

What’s in the Box
Part Number Description
WA-PRO-TP Temperature Limit Alert Sensor

WA-PRO-BRACKET Mounting Bracket and Fixing Screws

WA-PRO-QSG Quickstart guide

USB-C-2M-WHT USB-C Cable 2m

Wireless Alert PRO Range
Part Number Description
WA-PRO-T Wi-Fi-Connected Ambient Temperature Limit Alert (-20 °C to +60 °C)

WA-PRO-T+ Wi-Fi-Connected High-Accuracy Ambient Temperature Limit Alert (-20 °C to +60 °C)

WA-PRO-THP Wi-Fi-Connected Temperature and Humidity Limit Alert (-30 °C to +80 °C, 0 %RH to 100 %RH)

WA-PRO-THP+ Wi-Fi-Connected High-Accuracy Temperature and Humidity Limit Alert (-30 °C to +80 °C, 0 %RH to 100 %RH)

WA-PRO-TP Wi-Fi-Connected Temperature Limit Alert (-40 °C to +125 °C)

WA-PRO-TP+ Wi-Fi-Connected High-Accuracy Temperature Limit Alert (-40 °C to +125 °C)

WA-PRO-TC Wi-Fi-Connected Thermocouple Temperature Limit Alert (0 °C to 200 °C with supplied K Type Thermocouple)

WA-PRO-VAC Wi-Fi-Connected Vaccine Temperature Limit Alert (-40 °C to +125 °C)

WA-PRO-ULT 1 Wi-Fi-Connected Ultra-Low Temperature Limit Alert (-100 °C to +100 °C with supplied T Type Thermocouple)

WA-PRO-ULT+ 1 Wi-Fi-Connected High-Accuracy Ultra-Low Temperature Limit Alert (-100 °C to +100 °C with supplied T Type Thermocouple)

WA-PRO-420 1 Wi-Fi-Connected 4-20mA Limit Alert (4 mA  to 20 mA)

Accessories Available
Part Number Description
EL-MOTE-P-TP Replacement Temperature Probe

PSU-5VDC-USB-INTL-WHT Power Supply

WA-PRO-UPS 1 UPS / Backup Battery

WA-PRO-TP CAL Calibration Certificate
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Specifications liable to change without prior warning.

Contact us for more information on the Wireless Alert Pro range


